
HigHligHTs

Supports all common linear (1D) bar 

codes and 2D codes

Omni directional scanning

Imaging for mobile coupons

High-speed imaging for fast moving 

codes

Automatic sensing or manual trigger 

options available

>

sTaTioNaRy sCaNNERs>

M-10 2D CMos imager            



Visual: 2 lEDs (green/blue/orange) NoN-Visual: Buzzer

CommuniCation

Rs232: DB9 PTF connector with external power supply, 300 bps~115200 bps usB: 

Full-speed 12Mbps (HiD/CoM) VolTagE REquiREMENT: 5.7~6.3V

2D imager optiCs 

ligHT souRCE: 2 Red lEDs aiming and auto trigger activation light source – 1 

green lED sCaN METHoD: WVga CMos are sensor 752x480 pixels sCaN RaTE: up 

to 60 fps iMagE FoRMaT: Windows Bitmap, JPEg REaDiNg PiTCH aNglE: ca 50˚ 

REaDiNg skEW aNglE: ca 50˚ REaDiNg TilT aNglE: ca 180˚ MiN REsoluTioN – 

PDF: 0.169 mm qR CoDE: 0.212 mm DaTaMaTRix: 0.212 mm FiElD oF ViEW: Hori-

zontal 40.6˚, vertical 26.4˚ DEPTH oF FiElD: PDD417 Res. 0.169 15-70, Res. 0.254 

0-120, qR code Res. 0.212 35-55 Res. 0.381 0-125 Datamatrix Res.0.254 20-85

supporteD symbologies

BaRCoDE (1D): JaN/uPC/EaN incl. add on, Codabar/NW-7, Code 11, Code 39, 

Code 93, Code 128, gs1-128 (EaN-128), gs1 DataBar (Rss), iaTa, industrial 2of5, 

interleaved 2of5, isBN-issN-isMN, Matrix 2of5, Msi/Plessey, s-Code, Telepen, 

Tri-optic, uk/Plessey, usPs PosTal CoDE: Chinese Post, intelligent Mail Barcode, 

korean Postal authority code, Postal JPN, PosTNET 2D CoDE: aztec Code, aztec 

Runes, Composite codes, Codablock F, Data Matrix, (ECC200/EC0-140), Maxi Code 

(mode 2~5), MicroPDF417, Micro qR Code, PDF417, qR code

Durability

TEMPERaTuRE iN oPERaTioN: -5 to 45 ˚C TEMPERaTuRE iN sToRagE: -20 to 

60 ˚C HuMiDiTy iN oPERaTioN: 20 - 85% HuMiDiTy iN sToRagE: 20 - 90% aM-

BiENT ligHT iMMuNiTy: Fluorescent 10,000 lx or less, sunlight 100.000 lx or less 

aNTisTaTiC ElECTRiCiTy: 15kV (non-destructive) DRoP TEsT: 1.5 m / 5 ft drop 

onto concrete surface ViBRaTioN TEsT: 10 - 100 Hz with 2g for 3 hours PRoTEC-

TioN RaTE: iP 52

physiCal

DiMENsioNs (W x H x D): 72 x 70 x 139 mm WEigHT BoDy: Ca. 250 g

regulatory & safety

PRoDuCT CoMPliaNCE: CE, iEC62471-1, VCCi, EN55022, FCC Class-B

moDels

iNTERFaCE VERsioNs: usB ColoR VERsioNs: Black

M-10
BasiC PRoDuCT sPECiFiCaTioNs> 
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